OPERATING PROCESS

Scan the QR code Put in the 9-well reaction cup, Machine testing Query result
reagent disk, and sample

ROUTINE BIOCHEMISTRY PANELS

oy - TP, ALB. GLU. FRUC. TG, TC, HDL, LP(a), HCY, TB, DB. ALT. AST,
Chronic Disease Detection 19 Items CREA. UREA. UA. Cys-C. APOA1. APOB
Glucose and Lipid 4-ltem Panel GLU. TG. TC. HDL

Liver and Kidney Function 16-ltem Panel TP, ALB. TBA. TB. DB. CHE. ALP, GGT. ALT, AST, CREA. UREA, UA,

Ca, P, CO2
Liver Function 8-Item Panel TP. ALB. TB. DB. ALP. GGT. ALT. AST
Kidney Function 8-Item Panel ALB. CREA. UREA. UA. Cys-C. Ca. PHOS. tCO2
Kidney Function 3-Item Panel CREA. UREA. UA
Lipid 4-Item Panel TG, TC. HDL, ALT

Cardiac and Electrolyte 12-Item Panel AST. CK. CK-MB. HBDH. LDH. K. Na. Cl. Mg. Ca. PHOS. tCO2

Aut tic Biochemist
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Clinical Emergency Panel GLU, AST. CK. CK-MB. HBDH. LDH. AMY. CREA. UA. K. Na. Cl, tCO2

: TP. ALB. TG, TC. TBA. TB. DB. CHE, ALP, GGT, ALT. AST, CREA i
Comprehensive 19-Iltem Panel N MEATRS NS N N N N N N N Multlple . . A
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UREA, UA. Cys-C. Ca. P, CO2 POCT sample positions Easy Operation igh y

Hunan Runmei Gene Technology Co., Ltd.

Add: Room 401-1, Building 3, Shanhe Medical and Health Tel: (+86)-731-89919680/(+86)-18601451556
Industrial Park, No.1048, Zhongqing Road, Shaping Street, Web: www.runmeihealth.com
Kaifu District, Changsha, Hunan Province, China, 410153 Email: info@runmeihealth.com




AUTOMATIC BIOCHEMISTRY ANALYZER

POCT biochemical analyzer integrating conventional biochemistry

and electrolyte detection

Equipped with the latest medical
and technological innovations, we

have invented a state-of-the-art
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portable Automatic Biochemistry

Analyzer which provides a better,

faster and more accurate diagno-

| sis for blood analysis.
W/ \%mml

UNIQUE SELLING PROPOSITION

Multiple sample
positions

Pre-configured
test panels

Easy Operation

J High Accuracy

Short Testing Time

Color Touchscreen

Processes up to 8 samples per run, significantly reducing test time and improving
diagnostic efficiency.

Offers a diverse range of biochemical panels, including liver function, kidney function,
blood glucose & lipids, electrolytes, and more.

Features barcoded reagent settings—the instrument automatically scans, performs
tests, and prints results.

Test results are comparable to those from large-scale biochemical analyzers.

Obtain multiple biochemical test results within 10-15 minutes—no extra wait required.

Delivers an excellent user experience, enabling convenient use anytime, anywhere.
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Sample Positions

Test Specimen

Detection Principle

Testing Speed

Reaction Vessel

Operating Interface

Operating Environment Temperature
Operating Environment Humidity
Wavelength range

Absorbance

Measurement repeatability
Carryover rate

Temperature accuracy

Power Supply Voltage

Frequency

Printer

Instrument Dimensions

Instrument Weight
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TECHNICAL PARAMETERS

8 Sample positions

Serum. Whole blood
Transmission Colorimetry, Transmission Turbidimetry
50 tests/hour

9-well reaction cup

7-inch color touch screen
5°C~30°C

< 80%

340~800

0~2.5A

Cv<15

<0.1%

37+0.2°C

AC 100-240V

50/60Hz

External connection with USB
38.7%32*37CM

15.8 kg




